MATERI AL SAFETY DATA SHEET

03821
01 00
Section 1 -- PRODUCT AND COVPANY | DENTI FI CATI ON
PRODUCT NUMBER DATE OF PREPARATI ON HM S CODES
Heal t h 2*
03821 10- JAN- 08 Fl ammabi lity 3
Reactivity 0

PRODUCT NAME
KRYLON® | ndustrial QU K- MARK™ Sol vent - Based | nverted Marki ng Pai nt
(APWA), High Visibility Yell ow

MANUFACTURER S NAME
THE SHERW N- W LLI AMS COVPANY
D versified Brands
Cl evel and, OH 44115

TELEPHONE NUMBERS and VEBSI TES
Product | nformation
(800) 247-3266
Regul atory Information
(216) 566-2902 WWW. pai nt docs. com
Medi cal Energency
(216) 566-2917

Transportation Emergency for Chem cal Emergency ONLY (spill, Ieak,
(800) 424-9300 fire, exposure, or accident)
Section 2 -- COVPCSI TI QN | NFORVATI ON ON | NGREDI ENTS
% by WI CAS No. | NGREDI ENT UNI TS VAPOR PRESSURE
13 74-98-6 Propane
ACE@ H TLV 2500 ppm 760 nmm
OSHA PEL 1000 ppm
12 106-97-8 But ane
ACE H TLV 800 ppm 760 nmm
OSHA PEL 800 ppm
13 64742-89-8 V. M & P. Napht ha
ACA H TLV 300 ppm 12 mm

OSHA PEL 300 ppm
OSHA PEL 400 ppm STEL
13 108-88-3 Tol uene
ACE H TLV 20 ppm 22 mm
OSHA PEL 100 ppm ( Skin)
OSHA PEL 150 ppm (Skin) STEL
0.3 100-41-4 Ethyl benzene
ACE H TLV 100 ppm 7.1 mm
ACG H TLV 125 ppm STEL
OSHA PEL 100 ppm
OSHA PEL 125 ppm STEL
2 1330-20-7 Xyl ene
ACE H TLV 100 ppm 5.9 mm
ACG H TLV 150 ppm STEL
OSHA PEL 100 ppm
OSHA PEL 150 ppm STEL

Conti nued on page 2



03821 page 2
15 67-64-1 Acetone
ACA H TLV 500 ppm 180 mMm
ACA H TLV 750 ppm STEL
OSHA PEL 1000 ppm
12 471-34-1 Cal ci um Car bonat e
ACG H TLV 10 ng/nB as Dust
OSHA PEL 10 ng/nB Total Dust
OSHA PEL 5 ny/nB Respirable Fraction
0.6 13463-67-7 Titani um Di oxi de
ACG H TLV 10 ng/nB as Dust
OSHA PEL 10 ng/nB Total Dust
OSHA PEL 5 ny/nB Respirable Fraction
Section 3 -- HAZARDS | DENTI FI CATI ON

ROUTES OF EXPOSURE
| NHALATI ON of vapor
EYE or SKI N cont act

or spray m st.

with the product, vapor or spray m st.

EFFECTS OF OVEREXPOSURE

EYES:
SKI' N:
| NHALATI ON:

Irritation.

Prol onged or
Irritation of the upper
May cause nervous system depression.

repeated exposure nmay cause irritation.
respiratory system

Extreme overexposure may result in

unconsci ousness and possi bly deat h.

Prol onged overexposure to sol vent
adverse effects to the liver,

syst ens.

ingredients in Section 2 may cause

urinary, cardiovascular and reproductive

SI GNS AND SYMPTOMS OF OVEREXPOSURE

Headache,

di zzi ness,

nausea, and | oss of coordination are indications of

excessive exposure to vapors or spray msts.

Redness and itching or

ski n exposure.

burni ng sensation may i ndi cate eye or excessive

MEDI CAL CONDI TI ONS AGGRAVATED BY EXPOSURE
None general |y recogni zed.

CANCER | NFORVATI ON

For conpl ete discussion of toxicology data refer to Section 11.

Section 4 --

FI RST Al D MEASURES

EYES:

Flush eyes with large anounts of water for
Get nedi cal

15 m nut es.
attenti on.

SKIN. Wash affected area thoroughly with soap and water.
Renove contam nated cl othing and | aunder before re-use.
| NHALATION: |If affected, renpbve from exposure. Restore breathing.
Keep warm and qui et .
| NGESTION: Do not induce vomting.
Get nedical attention inmediately.
Section 5 -- FIRE FI GHTI NG MEASURES
FLASH PO NT LEL UEL
Propellant < 0 F 0.9 12.8
EXTI NGUI SHI NG MEDI A
Carbon Dioxide, Dry Chem cal, Foam
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UNUSUAL FI RE AND EXPLOSI ON HAZARDS

Cont ai ners may expl ode when exposed to extrene heat.

Application to hot surfaces requires special precautions.

During emergency conditions overexposure to deconposition products may
cause a health hazard. Synptons may not be innmedi ately apparent. GCbtain
nmedi cal attention
SPECI AL FI RE FI GHTI NG PROCEDURES

Ful | protective equipnent including self-contained breathing apparatus
shoul d be used.

Water spray may be ineffective. |If water is used, fog nozzles are
preferable. Water may be used to cool closed containers to prevent
pressure build-up and possi bl e autoignition or expl osion when exposed to
extreme heat.

Section 6 -- ACCI DENTAL RELEASE MEASURES

STEPS TO BE TAKEN I N CASE MATERI AL | S RELEASED COR SPI LLED
Renove all sources of ignition. Ventilate the area.
Renove with inert absorbent.

Section 7 -- HANDLI NG AND STORAGE

STORAGE CATEGORY

Not Avail abl e
PRECAUTI ONS TO BE TAKEN | N HANDLI NG AND STORAGE

Keep away from heat, sparks, and open flame. Vapors will accumul ate
readily and may ignite expl osively.

During use and until all vapors are gone: Keep area ventilated - Do not
snoke - Extinguish all flanmes, pilot lights, and heaters - Turn off stoves,
el ectric tools and appliances, and any other sources of ignition.

Consult NFPA Code. Use approved Bondi ng and G oundi ng procedures.

Contents under pressure. Do not puncture, incinerate, or expose to
t enper ature above 120F. Heat from sunlight, radiators, stoves, hot water,
and ot her heat sources could cause container to burst. Do not take
internally. Keep out of the reach of children.

Section 8 -- EXPOSURE CONTROLS/ PERSONAL PROTECTI ON

PRECAUTI ONS TO BE TAKEN I N USE

Use only with adequate ventil ation.

Avoi d contact with skin and eyes. Avoid breathing vapor and spray m st.

Wash hands after using.

This coating may contain materials classified as nuisance particul ates
(listed "as Dust" in Section 2) which may be present at hazardous | evels
only during sanding or abrading of the dried film |If no specific dusts
are listed in Section 2, the applicable Iimts for nuisance dusts are ACAH
TLV 10 ng/nB8 (total dust), 3 ng/nB (respirable fraction), OSHA PEL 15 ng/n8
(total dust), 5 ng/nB (respirable fraction).

VENTI LATI ON

Local exhaust preferable. General exhaust acceptable if the exposure to
materials in Section 2 is nmaintained bel ow applicable exposure limts.
Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
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RESPI RATORY PROTECTI ON

| f personal exposure cannot be controlled below applicable limts by
ventilation, wear a properly fitted organic vapor/particul ate respirator
approved by NI OsH MSHA for protection against materials in Section 2.

When sanding or abrading the dried film wear a dust/m st respirator
approved by N OsH MsSHA for dust which nmay be generated fromthis product,
under |l yi ng paint, or the abrasive.
PROTECTI VE GLOVES

None required for normal application of aerosol products where m ninmal
skin contact is expected. For long or repeated contact, wear chem cal
resi stant gl oves.
EYE PROTECTI ON

Wear safety spectacles with unperforated sideshields.
OTHER PRECAUTI ONS

I ntentional msuse by deliberately concentrating and inhaling the
contents can be harnful or fatal.

Section 9 -- PHYSI CAL AND CHEM CAL PROPERTI ES

PRODUCT WEI GHT 6.83 | b/gal 818 g/l
SPECI FI C GRAVI TY 0. 82

BA LI NG PO NT <0 - 325 F <-18 - 162 C
MELTI NG PO NT Not Avail abl e

VOLATI LE VOLUME 82 %

EVAPCRATI ON RATE Faster than ether

VAPOR DENSI TY Heavi er than air

SOLUBI LITY I N WATER N. A

pH 7.0

VOLATI LE ORGANI C COMPOUNDS (VOC Theoretical - As Packaged)
Vol atile Weight 53.12% Less Water and Federally Exenpt Sol vents

Section 10 -- STABILITY AND REACTI VI TY

STABILITY -- Stable
CONDI TI ONS TO AvA D
None known.
| NCOVPATI BI LI TY
None known.
HAZARDOUS DECOMPOSI TI ON PRODUCTS
By fire: Carbon Di oxi de, Carbon Monoxi de
HAZARDOUS POLYMERI ZATI ON
W Il not occur
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Section 11 -- TOXI COLOG CAL | NFORVATI ON

CHRONI C HEALTH HAZARDS

Reports have associ ated repeated and prol onged overexposure to sol vents
wi th permanent brain and nervous system damage.

Et hyl benzene is classified by I ARC as possi bly carcinogenic to humans
(2B) based on inadequate evidence in humans and sufficient evidence in
| aboratory animals. Lifetine inhalation exposure of rats and mce to high
et hyl benzene concentrations resulted in increases in certain types of
cancer, including kidney tunors in rats and lung and liver tunors in mce.
These effects were not observed in ani mal s exposed to | ower concentrations.
There is no evidence that ethyl benzene causes cancer in humans.

TOXI COLOGY DATA

CAS No. | ngr edi ent Nane
74-98-6 Pr opane
LC50 RAT 4HR Not Avail abl e
LD50 RAT Not Avail abl e
106-97-8 But ane
LC50 RAT 4HR Not Avail abl e
LD50 RAT Not Avail abl e
64742-89-8 V. M & P. Naphtha
LC50 RAT 4HR Not Avail abl e
LD50 RAT Not Avail abl e
108-88-3 Tol uene
LC50 RAT 4HR 4000 ppm
LD50 RAT 5000 ng/ kg
100-41-4 Et hyl benzene
LC50 RAT 4HR Not Avail abl e
LD50 RAT 3500 ng/ kg
1330- 20-7 Xyl ene
LC50 RAT 4HR 5000 ppm
LD50 RAT 4300 ng/ kg
67-64-1 Acet one
LC50 RAT 4HR Not Avail abl e
LD50 RAT 5800 ng/ kg
471-34-1 Cal ci um Car bonat e
LC50 RAT 4HR Not Avail abl e
LD50 RAT Not Avail abl e
13463-67-7 Ti tani um D oxi de
LC50 RAT 4HR Not Avail abl e
LD50 RAT Not Avail abl e

Section 12 -- ECOLOGE CAL | NFORMATI ON

ECOTOXI COLOGE CAL | NFORVATI ON
No data avail abl e.
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